
“TACO” 

AUTOMATIC 
WATER HEATERS 


H ot Water in quantity supplied at an 
automatically maintained even tem¬ 
perature, for lavatories, shower baths, dish¬ 
washing, laundering, man¬ 
ufacturing processes, etc. 


The “Taco” Automatic Water Heater is 
a counter—current heat exchanger that 
operates on either live or exhaust steam. 
It heats the water supply as it flows through 
and, where a constant supply of steam is 
available, needs no storage tank. 










“TACO” AUTOMATIC WATER HEATERS 

Supply Hot Water In Quantity 

For Hotels, Apartment Houses, Restaurants, 
Factories, Mills and Industrial Plants 


Manufactured by THERMAL APPLIANCE CO.. Inc., 


125 East 46th Street 
New York, N. Y. 





Simple* Dependable* E^conomical 
Attention-Free—The *‘Taco'' Automatic 
Water Heater is an Ideal Means of 
Supplying Hot Water in Quantity 


T he “Taco’’ Automatic Water Heater 
consists of two cast-iron headers con¬ 
nected by a series of wrought iron or steel 
pipes, within each of which is a brass pipe 
of smaller size. The steam supply circulates 
through the outer pipes and gives up its 
heat to the water supply flowing in the 
opposite direction, within the inner brass 
pipes. 



The entering steam passes through an 
automatic controlling throttle valve which 
is connected by a lever to one of the brass 
water pipes, extended through the head and 
sealed by a stuffing box. Inasmuch as the 
coefficient of expansion of iron and that of 
steel are different, this brass pipe expands 
and contracts in relation to the outer steel 
or iron pipe. In so doing it transmits its 
movement to the lever arm of the control 
valve and either opens the valve to admit 
more steam or closes it as necessary to keep 
the flow of water at an even high tempera¬ 
ture. An adjustment nut makes it possible 
to set this valve for any desired tempera¬ 
ture. What could be more simple or reliable? 


Steam Met Su/^ ■ 



The “Taco” Automatic Heater requires 
no attention. It will operate in various 
positions and can be installed wherever 
convenient, on wall or ceiling, either flat¬ 
wise or sidewise. It requires little or no 
floor space, a feature of advantage in 
basements, boiler or engine rooms. 

It delivers clear water as there is no possi¬ 
bility of rust or corrosion in the heater. 

The “Taco” Water Heater is a saver of 
steam and fuel, as it requires a minimum 
of steam during the hours when no water 
is being used. 

When used with a storage tank it is more 
economical than the usual steam pipe coil. 

Its satisfactory service is attested to by 
the many users whose names are to be had 
on request. 












































Installation of 

“TACO” WATER HEATERS 



The “Taco” Heater suspended from ceiling and operated on 
high pressure steam, feeding direct to hot water service piping, 
no storage tank required. 



The “Taco” Heater with storage tank and the correct piping 
for installation where low pressure steam is used. 
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